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HPM100-02-48-01 Specifications

Parameter Unit Value

Rated Power kW 1.5

Rated Voltage Vioc) 48

Continuous Stall Torque Nm 2.6

Max Torque Nm /.8 6 h9

Rated Speed/Max Speed

Rated Current

Max Current

rpm 5500/6500 21.5
A(peok) 44 1
A (peck) 132 1

. V(peok)/krp
Ke : Back EMF Constant 6.22
m —
Kt : Torque Constant NmM/ A peak) 0.06 S ECT|ON A A
Moment of Inertia %10 kgm- 1.84
Number of Poles # 10
Mass kg 2.8
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REVISIONS
ZONE REV. DESCRIPTION DATE APPROVED
1 CUSTOMER INFORMATIONAL 3/23/2017 RA
1.1 CORRECTED P/N FOR MATING CONNECTOR, REV11S=TO 1_1 1/16/2019 TJP

Feedback Element

Optical Encoder (2500 line)

Operating Environment

Temperature: 0-40°C; Humidity <95%RH (Free from condensing)

Storage Environment

Temperature: -20-65°C; Humidity <95%RH (Free from condensing)

Insulation

Class F (155°C Winding Temperature)

Protection Class P65
Duty Cycle Confinuous
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Mating connectors included
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Motor Plug YD28J4Z

Mates with YD28K4TS) P38 b

OI3 d? d]

Plug Serial Number |1|2|3|4

Winding Lead Wire  |U|V|W|PE

Encoder Plug YD28J15Z (Mates with YDB28K15TSJ)

Plug Serial Number|[2[3[4[5]6|7|8] 2 [TO[11]12]13[14]15] 1

Encoder Signal  |[SV|OV]A+|B+|Z+|A-|B-| Z- [U+[V+W+U-|V-|W-|PE
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