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REVISIONS
A ZONE(REV. DESCRIPTION DATE |APPROVED
T 1 CUSTOMER INFORMATIONAL 07/13/2017 RA
1_1 |[CORRECTED P/N FOR MATING CONNECTORS, REV 1IS=TO 1_1| 1/16/2019 TJP
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HPM120-01-100-01 Specifications 0
Parameter Unit Valve Motor Plug YD28J4Z Mates With
Rated Power kW 1.67 - YD28K4TSJ °
Rated Voltage Vira 100 Plug Serial Number  [1]2[3[ 4 R
Continuous Stall Torque Nm 6.4 ﬂ T : 3
Max Torque NI 1975 8o Winding Lead Wire UIVIW|PE
Eggg Sc%erree%MOX speed /L?:jk) 250107/29700 Encoder Plug YD28J15Z Matfes with YDB28K15TSJ
Max Corrent A(zeok) 537 SEC'“ON A-A Plug SerialNumber] 2314 [5[6[7[8] 9 [TO[TT] T2T3[T4[15] 1
Ke - Back EME Constant Vipeao/Krom 583 Encoder Signal  [5V|OV|A+|B+[Z+|A-[B-| Z- [U+|V+W+|U-|V-|W-|PE
Kt : Torque Constant Nm/A(peak) 0.36 UNLESS OTHERWISE SPECIFIED: | =
Moment of Inertia <10 kgm? 4 - [T = Orbex Group
Number of Poles 7 10 Ly T e e
Mass kg 6.8 l\\\_._y ~_ | DECIMAS  UNEAR  ANGULAR
Feedback Element Optical Encoder (2500 line) . Xx £0005 2001086 SERVO MOTOR
Operating Environment 0-40°C; Humidity <95%RH (Free from condensing) THIS DRAWING CONTAINS PROPRIETARY | 01 SRANCING PR ARSI Y14.5
Storage Environment -20-65°C; Humidity <95%RH (Free from condensing) O ey CRBEX CROUP AND yATERIAL SIZE PRT. NO. REV
Insulation Class F (155°C Winding Temperafure] VANUFACTURE OF ANY PART DSCLOSED st 01-100-
Protection Class P65 ?:ER%NRE\;/éQ%cDRLngF\’@TTEN PERMISSION OF Clean B HPMI 20 O] ]OO O] ‘I _‘I
Duty Cycle Continuous CONFIDENTIAL °""N sunkpo 07/13/2017  SCALE: 1:2 SHEET 1 OF 1
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