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Mating Connectors
Included:
Motor Power Connector:
MS ?] OQéE22—22TP
_ Mating Connector:
4x99 THRU EQS T MS 3108BE22-295
i 16 Encoder Power
] Connector:
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HPM130-01-200-01 Specifications e :
Parameter Unit Value oror rivg o o
Rated Power kW 1 Plug Serial Number|A|B|C|D
Rafed Voltage Vo 200 "27“‘ Winding Lead Wire|U|V|W|PE
Continuous Stall Torque Nm 3.18 L Motor Plug  Encoder Plug
MCIX Torque Nm 954 8 h9 3102AE22-22P 3102AE22-19P
Rated Speed/Max Speed rom 3000/4500 r Encoder Plug
Rated Current Al(peak) 5.1 Plug Serial Number|A|B |[CID|E| F |[G|H| J [K|[LIM|N|P
Max Current Apeak) 15.3 S ECT' O N A-A Encoder Signal  [B+|A+|Z+{U+|V+W+U-|V-|W-|B-|Z-|5V|0OV|A-
Ke : Back EMF Constant Vpeak/krom 60.4
Kt : Torque Constant NM/Apeak) 0.577 UNLESS OTHERWISE SPECIFIED: | 2%
Moment of Inertia x10" kgm” 3 m DRAVINGSYVBOISE 'ESB Orbex Grou P
Number of Poles # 10 ) _ ] DIMENSIONS ARE METRIC TITLE:
Mass kg 4.4 NI/ ] g e e

Feedback Element

Optical Encoder (2500 line)

Operating Environment

Temperature: 0-40°C; Humidity <95%RH (Free from condensing)

Storage Environment

Temperature: -20-65°C; Humidity <95%RH (Free from condensing)

Insulation

Class F (155°C Winding Temperature)

XX £0.02 +0.2DEG
XXX £0.005  +0.01DEG

THIS DRAWING CONTAINS PROPRIETARY
INFORMATION OF THE ORBEX GROUP AND

INTERPRET GEOMETRIC
TOLERANCING PER: ANSI Y14.5

Servo Motor

MAY NOT BE IN WHOLE OR IN PART
DUPLICATED OR DISCLOSED OR USED FOR
MANUFACTURE OF ANY PART DISCLOSED
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