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Mating Connectors
Included:
Motor Power Connector:
MS ’rS] O2éE22—221P
Mating Connector:
4x P9 THRU EQS — ] MS 3108BE22-225
I 116 Encoder Power
Connector:
86 MS 3102AE22-19P
Mating Connector:
MS 3108BE22-19S
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HPM130-03-200-01 Specifications :
Parameter Unit Value Motor Plug o o
Rated Power kW 2 . o
Rafed Volfage Vi 200 57 Plug Serial Number|A|B|/C| D
Confinuous Sfall Torque Nm 6.37 " T Winding Lead Wire|U V|W|PE MotorPlug  Encoder g
Max Torque Nm 19.1 ' '
Rated Speed/Max Speed rom 3000/4500 8%@ Encoder Plug
Rated Current Alpeak) 10.2 Plug Serial Number[A[B [C[D[E | F [G[H[ J[K[L[M|N]P
Max Current e 30.6 SECTION A-A Encoder Signal [B+A+[Z+[U+V+W+U-V-|W-B-|Z-[5V|OV|A-
Ke : Back EMF Constant (pe‘;';’]/ © 60.4
Kt : Torque Constant NM/A peak 0.577 ' SR oS '{_53 Orbex Grou P
Moment of Inertia x10" kgm" 6.6 ) m I e B e o TS
Number of Poles # 10 W \I DECIMALS  UNEAR  ANGULAR
FMegback Element Opfikal Endoder [250&(ine) | I Servo Motor
Operating Environment Temperature: 0-40°C; Humidity <95%RH (Free from condensing) THIS DRAWING CONTAINS FROPRETARY | NIRPRETGEOMERC
Storage Environment Temperature: -20-65°C; Humidity <95%RH (Free from condensing) R BN s O R AN AATERIAL SIZE TPRT. NO. REV
Insulation Class F (155°C Winding Temperature) MANUFACTURE OF ANY PART DISCLOSED [ 290
Profection Class P&5 e B | Hevis0-05-20001 | Cl
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