
HPM176  200 VAC

HPM176  200 VAC Typical Speed/Torque Curves
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HPM176-02-200

HPM176 01 200 HPM176 02 200 HPM176 03 200 HPM176 04 200 HPM176 05 200
Rated Power kW 2 3 4 5 7.5
Rated Voltage V
Continuous Stall Torque Nm 19.1 28.7 19.1 23.9 35.8
Max Torque Nm 47.7 71.7         71.7 107.4
Rated Speed/Max. Speed rpm 1000/2000 1000/2000 2000/3000 2000/3000 2000/3000
Rated Current Apeak 15.7 23.5 22.5 27.8 44.0
Max Current Apeak 39.3 58.8           68.1 83.5 131.8
Back EMF Constant, Ke Vpeak/krpm 127.3 (±10%) 127.3 (±10%) 87.7 (±10%) 93.5 (±10%) 88.5(±10%)
Torque Constant, KT Nm/Apeak 1.22 (±10%) 1.22 (±10%) 0.84 (±10%) 0.86 (±10%) 0.82 (±10%)

Moment of Inertia x10 4 kg*m2 30.3 48.4 37.6 48 71
Number of Poles
Mass kg 10.5 20 15.5 18.6 25.5
L mm 165.5 211.5 179 198 240

Parameter Unit

200 (AC)

Motor Model

Feedback Options
Work Environment
Storage Environment

Shell Protection
Working System

Insulation

10

01:Optical encoder (2500 line) / 02: Magnetic encoder (1024 line)
Temperature: 0 40°C; Humidity: 95% RH, Non condensing
Temperature: 20 65°C; Humidity: 95% RH, Non condensing

Class F (155°C Winding Temperature)
IP65
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