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REVISIONS
ZONE REV. DESCRIPTION DATE APPROVED

1 CUSTOMER INFORMATIONAL 05/02/2018 RA

HPM80-03-48-01 Specifications
Parameter Unit Value
Rated Power W 1000
Rated Voltage V(DC) 48
Continuous Stall Torque Nm 3.18
Max Torque Nm 9.54
Rated Speed/Max Speed rpm 3000/4500
Rated Current A(rms) 30.00
Max Current A(rms) 90.00
Ke : Back EMF Constant V(peak)/krpm 8.00
Kt : Torque Constant Nm/A(rms) 0.11
Moment of Inertia x10

-4
 kgm

2 1.25
Number of Poles # 8.00
Mass kg 2.8
Operating Environment 0-40 C; Humidity 95%RH (Free from condensing)
Storage Environment -20-65 C; Humidity 95%RH (Free from condensing)
Insulation Class F (155 C Winding Temperature)
Protection Class IP65
Duty Cycle Continuous

Encoder Plug (AMP 172171-1) Mates with AMP 172163-1
Plug Serial Number 2 3 4 5 6 7 8 9 10 11 1

2
1
3

1
4 15 1

Encoder Signal 5
V

0
V

B
+

Z
-

U
+

Z
+

U
-

A
+

V
+

W
+ V- A- B- W

-
P
E

Motor Plug (AMP 172167-1)
Mates with AMP 172159-1

Plug Serial Number 1 2 3 4
Winding Lead Wire U V W P

E

D

C

B

AA

B

C

D

12345678

8 7 6 5 4 3 2 1
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